
PRODUCT DESCRIPTION

CFL MonoPoint pendant includes: 
• MonoPoint Canopy in finish matching pendant hardware
• Ballast inside the canopy
• Shade
• 72” braided coaxial cable cordset
• Cordset length can be field shortened without cutting
• Lamp not included

ART GLASS PENDANTS
P45 - TALL DOME 

120V/277V, MONOPOINT CFL

PRODUCT SPECIFICATIONS

Electrical

Input Voltage: 120V/277V
Lamp: 4-Pin Quad CFL.
Socket: Universal GX24Q.
Agency Approval

Labels: ETL Listed to UL 1598 for use in U.S. • ETL Listed to CSA
C22.2 No. 250 for use in Canada.
Mounting Specifications

MPF: Supplied with 5 1/2” diameter dome canopy with internal 
ballast - output wattage according to lamp type (13W, 18W).

DIMENSIONS

ORDERING INFORMATION

Project:

Fixture Type:
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MP Monopoint BRZ Vintage Bronze
STN Satin Nickel

F3 13W 4-PIN CFL
F8 18W 4-PIN CFL

AMB Amber
FRT Frost
LIM Lime Green

Model Mounting Adapter Lamp Hardware Finish Shade Finish Example

P45 MP F3 STN AMB P45MPF3-STN-AMB

P1.18.2

MP

Mark means lamp contains mercury.  
Follow disposal laws.
See www.lamprecycle.org

HgHg


